
Airport Information 
I am wearing a required medical device prescribed by my physician.

The Medtrum Insulin Pump or/and CGM (Continuous Glucose Monitoring) System is safe 
for use on commercial airlines. If questioned by airline personnel about the use of this 
Medical Portable Electronic Device (M-PED), show them this card.

The Pump Base, the Transmitter, and the PDM are MPEDs with emission levels that meet 
RTCA/D0160, Section 21, Category M. They will not interfere with the safe operation of 
aircraft. Per FAA Advisory Circular #91.21-1C, dated 05/07/2015, and EASA RMT.0637 dated 
24/06/2014, any MPED that meets this standard is permitted to use at any time during 
flight.

The Medtrum Pump and CGM System can withstand exposure to common electrostatic 
(ESD) and electromagnetic interference (EMI), including common security systems such as 
an airport metal detector. During exposure, it can remain connected and powered on.

The Medtrum Pump and CGM System can safely pass through airport X-ray luggage 
scanner.
DO NOT GO through a full body scanner with the Medtrum Pump or CGM System, you 
may request an alternative screening process.



Name: 

Address: 

Home phone number: 

Patient 
Information 



Информация за летището
Нося задължително медицинско изделие, предписано от моя 
лекар.

Инсулиновата помпа Medtrum Nano и/или системата CGM (за непрекъснато проследяване на 
глюкозата) е безопасна за използване в търговски авиокомпании. При въпроси от персонал 
на летището или авиокомпанията относно използването на това медицинско преносимо 
електронно устройство (M-PED), покажете им тази карта.

Основата на помпата, предавателят и PDM са MPED с нива на емисии, които отговарят на 
RTCA/D0160, раздел 21, категория M. Те няма да пречат на безопасната работа на самолета. 
Съгласно FAA Advisory Circular #91.21-1C от 05/07/2015 и EASA RMT.0637 от 24/06/2014 всеки 
MPED, който отговаря на този стандарт, е разрешен за използване по всяко време по време 
на полет.

Помпата Medtrum и системата CGM могат да издържат на излагане на обичайни 
електростатични (ESD) и електромагнитни смущения (EMI), включително общи системи за 
сигурност като напр. детектор за метал. По време на експозиция той може да остане свързан 
и включен.

Помпата Medtrum и системата CGM могат безопасно да преминат през рентгеновия скенер 
за багаж на летището.

НЕ ПРЕМИНАВАЙТЕ през скенер за цяло тяло (full body) с Medtrum Nano помпа или CGM 
система. Можете да поискате алтернативен метод на проверка.
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